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GETTING STARTED
Save this manual
You will need this manual for the safety information and assembly 
instructions. Keep your invoice with this manual in a safe and dry 
place for future reference.

UNPACKING
Unpack

Carton should be handled with care to avoid damage 
from dropping, bumping, etc. Store and unpack carton 
with correct side up. 

Inspect
After unpacking, carefully inspect for any damage that 
may have occurred during transit. Check for loose, miss-
ing, or damaged parts. Notify the carrier immediately; 
shipping damage claims must be filed with the carrier.

See General Safety Instructions, Cautions and 
Warnings as shown.

SAFETY RULES
The user must know and follow all safety guidelines.

General Safety Rules
• The operator’s clothing should not be loose or dangling nor 

should it have parts which could easily get caught. Sleeves 
should contain elastic.

• Avoid unstable operating positions. Find a safe and evenly 
balanced position to locate the stand.

Preparing For Your Job
• Wear protective hair covering to contain long hair.
• Wear safety shoes with non-slip soles.
• Wear safety glasses complying with United States ANSI 

Z87.1. Everyday glasses have only impact resistant lenses. 
They are NOT safety glasses. Use guards and eye shields.

• Wear face mask or dust mask if operation is dusty.
• Wear ANSI approved ear protection for extended operation.
• Be alert and think clearly. Never operate power tools when 

tired, intoxicated or when taking medications that cause 
drowsiness.

• Focus attention completely on your work. Looking around, 
careless actions and other distractions can result in serious 
injury.

PROPOSITION 65 WARNING: Some dust created by using 
power tools contain chemicals known to the state of California to 
cause cancer, birth defects or other reproductive harm. Some 
examples of these chemicals are:

• Lead from lead-based paints. 

• Crystalline silica from bricks and cement and other 
masonry products. 

• Arsenic and chromium from chemically-treated lumber. 

Your risk from these exposures varies, depending on how often 
you do this type of work. To reduce your exposure to these chem-
icals: work in a well-ventilated area and work with approved safety 
equipment. Always wear OSHA/NIOSH approved, properly fitting 
face mask or respirator when using such tools.

Preparing the work area for your job
• Keep work area clean. Cluttered work areas invite accidents.
• Do not use power tools in dangerous environments, or damp 

or wet locations. Do not expose power tools to rain.
• Work area should be properly lighted.
• Keep visitors at a safe distance from work area.

Know how to use your machine
The operation of any machine can result in 
foreign objects being thrown into the eyes, 

which can result in severe eye damage. Always wear safety 
goggles complying with United States ANSI Z87.1 before 
starting power tool operation.

Think safety! Safety is always a combination of 
operator common sense and alertness when tool is 
being used. 

• Keep hands away from moving parts and cutting surfaces.
• Do not overreach. Keep proper footing and balance.
• Never stand on machine. Serious injury could occur if stand is 

tipped.
• Use recommended accessories. Use of improper accessories 

may cause risk of injury to persons.

SPECIFICATIONS
Description Palmgren Bench Grinder Stand

Model number 9670100
Vise Opening 8.25”

Height 33”
Table Dimensions 12.5" x 10.5"

Base Footprint 13.5” in diameter
Length 13.5”

Face Width 12.5”
Weight 34 lbs
Material Steel and cast iron
Includes Quench tray, grinding wheel storage
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ASSEMBLY
Assemble the stand
See Figure 1. Using the screws and washers (1) provided, screw 
together the footplate and column as shown. Tighten the screws 
securely.

Figure 1 Stand Assembly

Mount stand to surface
See Figure 2. Ensure stand is positioned securely on a level, sta-
ble, and sturdy mounting surface. Secure the stand to the mount-
ing surface using appropriate screws (not included). The screws 
must securely anchor the stand to the mounting surface.

Figure 2 Stand Mounting

Figure 3 shows the stand’s quench tray and grinding wheel stor-
age compartments.
.

Figure 3 Quench Tray and Grinding Wheel Storage

Secure bench grinder to stand
Using appropriate screws (not included), secure the bench 
grinder to the stand’s mounting plate. Figure 4 provides dimen-
sions for the mounting plate.

.

Figure 4 Grinder Mounting Plate Dimensions
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PALMGREN WARRANTY

C. H. Hanson / Palmgren warrants their products to be free of defects in material or 
workmanship. This warranty does not cover defects due directly or indirectly to misuse, abuse, 
normal wear and tear, failure to properly maintain the product, heated, ground or otherwise 
altered, or used for a purpose other than that for which is was intended.

The warranty does not cover expendable and/or wear part (i.e., v-belts, screws, abrasives, 
jaws), damage to tools arising from alteration, abuse or use other than their intended purpose, 
packing and freight. The duration of this warranty is expressly limited to the terms noted below 
beginning from the date of delivery to the original user. 

The Palmgren branded items carry the following warranties on parts:

All vises, clamps, positioning tables, arbor presses, tombstones, jack screws and vise 
accessories - LIFETIME.

All bench grinders, drill presses, tapping machines, band saws, lathes, milling 
machines, abrasive finishing machines and work stands - 3 YEARS.

The obligation of C.H. Hanson / Palmgren is limited solely to the repair or replacement, at our 
option, at its factory or authorized repair agent of any part that should prove inoperable. 
Purchaser must lubricate and maintain the product under normal operating conditions at all 
times. Prior to operation become familiar with product and the included materials, i.e., warnings, 
cautions and manuals.

Failure to follow these instructions will void the warranty.

This warranty is the purchaser’s exclusive remedy against C.H. Hanson for any inoperable 
parts in its product. Under no circumstances is C.H. Hanson liable for any direct, indirect, 
incidental, special or consequential damages including loss of profits in any way related to the 
use or inability to use our products. This warranty gives you specific legal rights which may vary 
from state to state.

Palmgren - a C.H. Hanson Company 

2000 N. Aurora Rd., Naperville, IL 60563 U.S.A.

or call 1-800-827-3398
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